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The Pointe Development
42-lnchPipeline



• April 18, 2008 - Atlas Resources inspected the pipe for defects retatedto its storage.
Atlas' report indicated damage from exposure to the elements, incorrect support of
the pipe, and activities of trespassers such as fires inside the pipe

• October 29, 2008 - District performed a preliminary non-destructive lining inspection
(results inconclusive)

• December 3, 2008 - District requests The Pointe engage a professional to perform a
"pull-off" test or have manufacturer certify the pipe

• March 2, 2009 - Report from M. J. Schiff, consultant, recommends that the liqing in
all 34 pipe segments be replaced

• March 2, 2009 - The Pointe indicated they would be returning the pipe back to the
factory to be re-lined

• March 26, 2009 - Pipe has not been returned to the factory
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Schiff Report
Highlights

• 8 randomly selected pipe segments out of 34 will provide
99% level of confidence

, 1 segment of pipe suffered fire damage

• 1 segment of pipe is not on site

• Non-destructive test identified delaminated mortar lining
areas

• "Pull-off" test at delaminated areas indicated lining
adhesion failure - slight corrosion noted in some test
locations

Summary - Lining in all 34 pipe segments should be replaced 12
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COt·1SULm~G CO~~OSJOt< ENGIt·lffiS - ~ CE 1 '159

MK 10 - Pun Test!: Site preparation

MK 10 - Pull Test 1: Core was nor adhered, dust
e,;ident behind core removed

!'.1K 10 - PlIll Test 1: Corev;a; not adhered. dust
evident behind core .

MX 10 - Pull Test 1: Slight rust in upper right
comer of2..19/09 test adhe3ion cfcore to .~reel

subscrate of li27/C9 test

Kearny ,\I.. so< West Bus.iness ..ark
7290 Engineer Road. Suite A Son ~iego. CA 92i 11

Phone: 858.874.0014 Fax: 8S·S.874.818·:;
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'N,V'A'.sCffiffASSOC¥A.TELCOM,
CONSULtlNG COQQOSIOtJ ENGINE5!S - SkNOE 1959

:MK 10 -PunIest 2: Site preparation; 1eftcore
froml/27i09 fell off\\'ith slight touch.

11K 10 - Pun Test 3: Te,'i preparation

J:.'!K 10 - PullTe~ 2: 1/27/09 and2i19i09 still
had adhesion as e'.ident .;t'i!h tbecement paste

still adhered to the steel CaD.

11K 10 - Pull Test 3: Rust striations behind core.

Kearny' ,'litesCl'l'o'est Business Park
7290 Engineer Roao1_ Suite A Sar, Diego, CA 9211 "

P;,one: 658,.374.0014 . Fax: 858.874.6 j 8·l)
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'11;"J'.V.SC~.L~ASSOCfATfS¥CO'Ii'!

COtlSULTIHG C0I1110SIO~j ENGIUEBlS - SINCE 1959

1l1K 10 - Puil Test 5: Core was not adhered to steel cylinder; "Tala)' rust lllilIks ibeimld core,

Kearny ,\,1eso 'Wezt Buz·iness Pork
7290 Engineer ReCloL Suite A Son Diego. CA?2i 1;

Phon-== 85.8.874.C1014 . Fax: 85,9,.,874.818C
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QUESTIONS?


